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Capacity/���� 0.5 1 2 3 4 5 6 7.5 t/ / / / / / /

Rated Output

����
2.0±0.004 mV/V

Compensated Temp.

������
-10...+40°C

Excitation

��� 
3~15V

Operating Temp.

!"����
-35...+65°C

Zero  Balance

#バランス
±0.03mV/V

Temp. Shift Zero

#(の��*+
±0.02% of R.O./10°C

Nonlinearity

,-.0
±0.017% of R.O.

Temp. Shift Span

��の��*+
±0.02% of R.O./10°C

Hysteresis

ヒステリシス
±0.017% of R.O.

Input Resistance

5�67
350±5Ω

Nonrepeatability

8り:し0
±0.01% of R.O.

Output Resistance

��67
350±5Ω

Creep(30min)

クリープ(30min)
±0.017% of R.O.

Insulation Resistance

>?67
>5000MΩ(50V)

Safe Overload

@�ABC
150% of F.S.

Ingress Protection

DEDF
IP68

Ultimate Overload

GHABC
300% of F.S.

Material of Element

IJKのLM
Stainless steel

ステンレスO

Cable

ケーブル
( 5 3000mm for 0.5t capacity) 5 6000mm 4-core shielded cableØ Ø* *

R.O.=Rated Output F.S.=Full Scale/���� /フルスケール

Wiring Diagram/V.X

5� Y(+):

�� Z(-):

5� [(-):

�� \(+):

シールド

Exc(+):Red

Sig(-):White

Exc(-):Black

Sig(+):Green

Shield

Model:FSRT

Capacity(ton) W H M

0.5 1/
32

25

M12*1.75

2 3/
M20*1.5

4 36

5 6 7.5/ / 50 24 M24*2

Load direction

C^_`

Capacity

FSRT -  0.5t

Model

Ordering code


